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ARTIFICIAL ABRASIVES AND ABRASIVE PRODUCTS

The abrasive industry supplies: (a) abrasive-coated paper
and cloth for surface finishing; (b) unbonded abrasive (referred
to as "abrasive" or as "grain") for grinding, /polishing and
lapping with loose grain, and for set-up wheels used in surface
finishing; and (c) bonded abrasives (referred to as "abrasive
products") in the form of wheels or other shapes to be mounted
in suitable machines for grinding and finishing.

Manufacture of Abrasive G-rain

Silicon carbide (SiC) was first made in 1891 by E. G-.

Ache son (1856-1931), who called it "Carborundum", which term has
been registered as a trade-mark by one of the several concerns
producing this material. The natural mineral is known as mois-
sanite. The crystals, when free to develop, usually form hexag-
onal plates of limited transparency . The average index of re-
fraction is 2.65, character uniaxial positive, density 3.1, therm
al expansion coefficient 4.7 xl0~° per °C, and hardness 9.5 in
Mohs 1 scale. It is characteristically brittle. In nature it
has been found in the meteoric iron of Canon Diablo, Arizona.

Silicon carbide is made in resistance-type electric furnaces
The usual furnace is a brick container which may be 45 ft long;
by 10 ft wide, and 10 ft high. Such a furnace produces 8 to 10
tons of total silicon carbide (97 1/2$ SiC) per furnace heat. In
most furnace operations, unreacted material is returned to the
furnace for 1 refurnacing 1

. A new mix, several of which are re-
quired to load a furnace, may consist of approximately 10,000
lbs of silica, 6,000 lbs of low ash petroleum coke, 1,200 lbs
of ordinary wood sawdust, and 160 lbs of sodium chloride. The
sawdust lowers the density and provid.es a structure sufficiently
porous to permit the escape of the large volume of reaction
ga se s

.

After careful mixing of the ingredients, the charge is
packed around a starting resistor of granular coke approximately
3 ft wide by 1 ft high. At the start of the heat, a relatively
high voltage (about 300) is necessary because the internal re-
sistance of the furnace is high. As the temperature rises, the
internal resistance of the furnace falls and the voltage required
may fall below 100. A heat is completed in about 36 hrs and the
power consumption will be about 4 to 5 kw-hr per pound of usable
material.



- 2-

Published temperature measurements on commercial furnaces
have shown that the core temperature may rise as high as 2600 °C

(4710°F), where some of the silicon carbide formed is decomposed
into graphite. The limiting lower temperature of the outer
zones of the ingot which will produce suitably crystallized
silicon carbide is around 2200°C (3630°F). The essential re-
actions in the furnace may be represented by the simple equation
Si0 2 + 3 C = SiC + 2 CO.

Artificial corundum or "fused alumina 11 (alpha - AlgO?) —
Production in quantity from bauxite was made possible by the
patented process of Chas. B. Jacobs, dated 1897* His patent
followed closely on the patents of Werlein in France (1894) and
Hasslacher in Germany (1896) for its production from emery or
from the purer African ore. Artificial corundum is known common-
ly as "Alundum", which word also is a registered trade-mark of
one of several manufacturers. It crystallizes in the trigonal
system, and. the crystals are described as uniaxial negative in
character, average index of refraction I. 76+, density 4, and
hardness 9+» The average linear thermal expansion coefficient
is about 8.0 xl0~6 per °0.

Artificial corundum is produced in steel-lined, watercooled
furnaces of the arc type. An average furnace, 7 1/2 ft in diam-
eter and 6 ft high, will hold sufficient charge in the fused
state to produce a "pig" weighing 6 to 10 tons. About 24 hrs,
and energy at the rate of from 500 to 800 kw, are required, to
fuse this amount of material.'

Calcined bauxite is used customarily as the source of
alumina for the manufacture of abrasive grain. A typical cal-
cined bauxite will contain from 75$ to 80 $ of alumina as charged
to the furnace, the impurities being 2% to 5$ of Ti02 , 4/ to Q%
of Si0

2 ,
and to 12,% of Fe 203 » Variable amounts of coke and of

iron borings are added to the charge to aid in the reduction
and in the separation of the impurities. The coke reduces the
impurities (mostly oxides of silicon, iron and titanium) and
these, together with the iron added to the batch, form an impure
magnetic ferro-silicon x^hich settles to the bottom of the melt.
The product contains about 95$ of alumina.

The cooling of the "pig" must be controlled carefully to
produce the type of crystal most advantageous to the desired
fracturing during the later crushing processes. The wheel manu-
facturer, for example, desires a grain roughly cubical in shape
but with sharp, jagged edges. The manufacturer of coated paper
and cloth, on the contrary, desires a grain like a spear point
in order to produce a sharper, cleaner-cutting surface.
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Another abrasive of greater purity (about 99^ AI2O3) and
decidedly more brittle, may be prepared by refining the mineral
corundum or by fusing purified bauxite in the form of Bayer alum-
ina, using the same type furnace.

6-rain intended for the polishing trade is given a final
roasting at about 650°C (1200°F) to maintain the "capillarity"
of the grain. This is a surface quality which, if not main-
tained, seriously impairs the adhesion of the glue to the grain.

Boron carbide (B4C) is an artificial abrasive which is

relatively new in the industry. It was brought out by the Norton
Company laboratories in 1934. However, it had been known for many
years that a carbide of boron could be made in small quantities
and that it had desirable properties. In citing Moissan's origi-
nal work, the International Critical Tables give the formula as
B^C. Its hardness is greater than that of silicon carbide, but
less than that of the diamond. The density 2.52, and the coef-
ficient of linear thermal expansion 4.5 xlO -0 per °C or just a.

little lower than that of SiC.

B^C is made in the resistance-type furnace similar to that
used in the SiC process, and the raw materials are coke and
dehydrated boric acid. Norton Company literature states that
the maximum temperature in the furnace is about 2750 °C (4980 °F),
under which condition carbon replaces oxygen in the boric oxide
and the resultant combination fuses and recrystallizes to form
the abrasive Bj^C.

Manufacture of Abrasive Products

There are four main classes of bonds - (vitrified, silicate,
rubber and resin) and two general processes - (casting and
pressing).

Casting . — Although once an important method of fabrica-
tion, casting has been largely replaced by the pressing process.
The cast (or puddled) wheel is mad.e with the vitrified bond
using either SiC or AI2O3 grain. For the SiC, a bond relative-
ly low in fluxes is used, probably for two principal reasons:
(a) to maintain a low thermal expansion approaching that of the
grain; and. (b) to prevent the grain being attacked, by combination
of the fluxes with the SiC. An average bond would contain about
455? of feldspar, 20$ of flint, and 35$ of clay, while a typical
bond, for the alumina grain would be about 25$ of feldspar, 25$
of ordinary clay, and. 50$ of "slip clay."

The bond, grain, and water are thoroughly mixed in especially
designed blungers, and in the deflocculated condition to facil-
itate removal of air bubbles. After thorough mixing, the batch
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is flocculated, in order to produce sufficient "stiffness"
to keep the grain in suspension, and run into sheet iron forms
set on plaster slabs, proper allowance being made for shrinkage
during drying and later forming. The blanks are next dried,
preferably under automatically-controlled, humidity and temper-
ature, and then "shaved" to their approximate final shape and
size on modified potter’s wheels. Special contours, recesses,
etc., are made at this time.

To duplicate wheels of certain cutting qualities, and
obtain freedom from internal stresses, it is of paramount im-
portance that the blanks be matured with the greatest care.
Periodic kilns require about 100 hrs to reach the maturing
temperature (1250°C, 2280 °F, or higher) following as closely as
possible an established, heating schedule, and. the cooling is
carried out with equal care. Consequently, the wheels are in
the kiln about 2 weeks. Modern tunnel kilns have decreased this
time to 3 or 4 days, partly because of closer temperature control
and partly because of the reduction in "kiln furniture."

After removal from the kilns, the wheels are finished to
size. This is accomplished with hardened steel conical cutters,
and softer wheels may be ground with other wheels of harder
gra.de. Arbors and faces are turned concentric (when necessary,
the arbors are lead-lined) and the wheels are tested for static
and dynamic balance before their final "speed test" prior to
shipment

.

Pre ssing . — Vitrified, silicate, rubber and resin-bonded
products are made by pressing, or a combination of rolling a.nd

pressing. By careful control, the pressing process may be util-
ized to produce rather nice gradations of structure which are
not possible by casting. Also, the time saved in drying and
machining to size makes this the more desirable method.

The vitrified bond does not differ essentially from that
used in the casting process, and the basic procedure is the
same except that pressing is substituted for the time-consuming
steps of casting, drying and shaving.

The silicate-bonded product derives its name from the use
of sodium silicate. The grain (usually corundum) is uniformly
coated with a mixture of filler (flint, feldspar, clay, etc.),
zinc oxide, and silicate. The wheels usually are formed in
hardened steel molds by pressing under 1 or more tons per square
inch pressure (similar to the "pressed vitrified process"), but
cylinders and odd shapes are hand-tamped. These formed shares
are dried, and matured in ovens at from 200 to 2^0 °C (390° to
465 °F) in about 20 hrs. In this bond the zinc oxide enters into
combination with the sodium silicate to form an insoluble com-
pound, the composition of which may be Zn0.Na20.2Si02*
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Rubber-bonded wheels are made by thoroughly mixing the
grain, pure raw rubber, sufficient sulphur to produce a 11 hard 11

vulcanization, fillers, and possibly small additions of special
organic chemicals to act as plasticizers and to prevent aging
of the rubber. Steam-heated calenders knead the mixture into
sheets from which discs of the desired diameter are cut. Thick
wheels are made by pressing together a stack of these discs.

The discs, or wheels, are then vulcanized at about 170 °C
(340°F) in 8 to 10 hrs. The thin cut-off type of wheel, which
is made from a single sheet rolled to the desired thickness,
is practically ready for shipment when removed from the vulcan-
izer. Thicker wheels may require some machining to the required
diameter and thickness.

Resin-bonded wheels are of two types—natural resin
(shellac) and synthetic resin (such as the phenol-formaldehyde
condensation products).

The shellac-bonded (or "elastic") product is made in two
steps. First, the grains are coated in a stearn-h.ea.ted kneading
machine with shellac containing rosin or similar adulterants,
and then mixed with sulphur, talc, plaster or some other fine-
grained friable filler, after which the "gooey" mass is cooled
and crushed. In the second step, the costed grains are Placed in
steel molds of the proper size for the wheel to be made. They
may then be cold-pressed, or again brought to a sticky condition
by heating and pressed under about 1 ton per square inch. Final
"curing" is at about 180°C (355°F), the total heating and cooling
cycle being 40 to 50 hrs. (Small shapes, and thin wheels, mscy

be hand- or machine-rolled instead of pressed, and are cured in
less time.)

The second type of resin-bonded product is commonly re-
ferred to as a "Bakelite" wheel. To manufacture such a wheel,
the grain is wetted with a so-called solvent for the resin and
then thoroughly mixed with the powdered resin (which is in an
intermedieite or "B" state of polymerization and is still thermo-
plastic) which becomes sticky and uniformly coats the grains.
This operation is preferably carried out in an atmosphere of
controlled humidity; which observation applies also to the
storage of the resin because it is strongly deliquescent and
absorbed moisture will affect its properties as well as the
q_ualities of the product.

The grains, having been coated, are next compressed in
appropriate steel molds under pressures from 1/2 to 2 tons
per square inch, and cured. The curing requires about 2 days
(heating only) and the maximum temperature is about 200 °C (390°F).
During this curing, the resin is heated sufficiently to cause
transition from the "B" to the "C" stage, but higher tempera-
tures would cause charring and must be avoided. Experimental
work with dielectric heating is meeting with some success.
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There are dozens of additional bonds (hydraulic and oxy-
chloride cements, and many combinations of varnishes, shellacs,
bituminous materials, vitreous enamels, etc.), but they cannot
be considered as more than oddities. Also, the casting process
and the shellac bond are rapidly being displaced.

All in all, there are about 5*000 possible or regularly
used bond and grain combinations . Fortunately, not every grain
size is made in every grade or with every bond. Consequently,
the actual number of different wheel compositions regularly
passing’ through the plants of the larger manufacturers is ap-
proximately 1,400, each of which the producer must be ready to
duplicate in quantities of one or of one thousand.

ARTICLES ON ABRASIVES

The manufacture and uses of abrasive materials. Alfred B.
Searle . Published by Sir Isaac Pitman and. Sons, Ltd., 1922.

A proposed method of testing the serviceability of loose
grinding materials. Glasindustrie 34, 321(1926). Not pub-
lished since 1929.

Polishing abrasives. Abrasive Industry (Now Abrasives),
2, 80(1926).

The manufacture of grinding wheels. Ceramist (Now Ceramic
Age). The Ceramics Publishing Co., Inc., 8 (?), 429(1926).

History and development of abrasives. Am. Class Review
46 (46), 15(1927).

Prerequisites of successful polishing. Abrasive Industry
(Now Abrasives) 8 (11), 358(1927).

Character and properties of ceramic bonds. Berichte der
Deutschen Keramischen Gesellschaft 8 (5), 238(1927).

Importance of glue in metal polishing. Canadian Foundryman
(Now combined with Canadian Machinery) 18 (5), 17(1927).

Grinding wheels. Chaleur et Industrie 2, 636(1927).

Some physical properties of artificial alumina abrasives.
J. Am. Ceram. Soc. 11 (3), 192(1928).

Use for grit. Abrasive Industry (Now Abrasives) 9 (2),
43(1928).

Siliceous abrasives (Part I). Canadian Dept, of Mines
Report No. 673(1929).

Corundum and diamond (Part II). Canadian Dept, of Mines
Report No. 675(1929).



- 7-

Garnet (Part III). Canadian Dent, of Mines Renort No.
677(1929).

Artificial abrasives and manufactured abrasive products and
their uses (Part IV). Canadian Dept, of Mines Report No. 699(1929)*

Abrasives depicted in motion picture film. Abrasive Industry
(Now Abrasives) 11 (1), 25(1930).

Screens and screening practices applied to grading abrasive
grains. Commercial Standards Monthly (Discontinued under this
name with Vol. 9, June 1933, now Standardization), 7, 64(1930).

Manufactured abrasives. Ind. Chemist 64 (6), 183(1930).

Abrasives. A. Cuilleaume. Berichte der Deutsche n Keramischen
C-esellschaft 11 (5), 284(1930).

Grinding wheels. R. A. Worley. Plastics (Now Modern
Plastics) 4 (6), 347(1930).

The manufacture of resinoid grinding wheels. Plastics and
Molded Products (New Modern Plastics), 439(August 1931).

Die Herstellung von Electrokorund und Siliziumkarbid.
R. Sclineidler. Feuerfest (Now Bre nn stoff-¥&rme-Kraft) 8 (1),
129(1932).

Herstellung keramisch gebundener Schleifkdrper. R.
Schneidler. Kersmische Rundschau (Now Tonindustrie-Zeitung
und Keramische Rundschau) 40 (40), 519(1932).

Preparation of buffing wheels. Metal Industry 40, 406(1932).

Oxidation rates of silicon carbide and graphite powders.
Archibald H. Eallard and Raymond R. Ridgway. The Electrochemical
Society Transactions 61, 233(1932).

Temperature measurements in commercial silicon carbide
furnaces. Raymond R. Ridgway. The Electrochemical Society
Transactions 6l, 217(1932).

Hardness values for electrochemical products. Raymond R.

Ridgway, Archibald H. Ballard and Bruce L.- Bailey. The Electro-
chemical Society Transactions 63, 369(1933).

Boron carbide. Raymond R. Ridgway. The Electrochemical
Society Transactions 66, 117(1934).

Effect of temperature treatment on abrasives and abrasive
products. J. Am. Ceram. Soc. 17 (2), 39(1934).

Thirty-five years development in buffing compositions.
R. S. Leather. Metal Cleaning and Finishing (Discontinued
November 1938) 7 (8), 379(1935).



Determination of the grinding power of various abrasives in
comparison with diamond. Zeitschrift Verein Deutsche Ingenieur
80 (33), 1001(1936).

Testing corundum and silicon carbide. Berichte der Deutschen
Keramischen Gesellschaft 18 (7), 321(1937)*

Influence of different clays on the oroperties of bonds for
abrasives. Berichte der Deutschen Keramischen Gesellschaft 18 (3),
106(1937).

The quest for hard materials. Frank J. Tone. Industrial and
Engineering Chemistry, American Chemical Society, 30_, 232
(February 1938).

Method for testing bond in fine-grained abrasives. E. L.
Hemingway. SAE Journal 47, 332(1940).

Abrasives and grinding. L. H. Milligan. Bull. Am. Ceram.
Soc. 20 (2), 39(1941).

.

Abrasives. W. Holbrook. Pop. Sci. 139 ( 1 )

,

98(July 1941).

The grinding wheel.. Kenneth Lewis. Published by the
Grinding Wheel Institute.

C-rinding wheels and their uses. Johnson Heywood. Pub-
lished by the Penton Publishing Co.,.'1942.

Manufactured abrasives - old and new. Raymond R. Ridgway.
Chem. & Eng. News, American Chemical Society, 21 (11), 858(1943).

•

Low melting ceramic bonds for corundum abrasives. R. Riecke
and Ch. Haeberle. Berichte der Deutschen Keramischen Gesellschaft
24, 117(1943).

Testing grinding wheels. G. Pablitsch. Schleif und Poliertech
No. 1/3, 1941 (Abs. in Bull. Am. Ceram. Soc. 23, 118 (1944)).

Testing hardness by sound. J. Colonna-Ceccaldi. Mechanique
(Now Revue Generale de Mechanique) 30, 253(1946).

Diamond abrasive wheels - their construction, types, charac-
teristics, and uses. A. E. Williams. Mech. World & Eng. Record
123 . 285(1948).

Abrasive products and grinding applications in the ceramic in.

dustry. Hans Krug. Berichte der Deutschen Keramischen Gesell-
schaft 2£ (6), 198(1952).

Directional hardness and abrasion resistance of synthetic
corundum. W. Stern. Ind. Diamond Rev. 12 (140), 137(1952).

Handbooks by F. B. Jacobs. Published by Penton Publishing
Company.
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Facts about silicon carbide. Research and Development Div.

,

Carborundum Co., Niagara Falls, N. Y. , 1953

•

Facts about aluminum oxide. Research and Development Div.,
Carborundum Co., Niagara Falls, N. Y. , 1953.

For additional references, see abstracts on abrasives pub-
lished by the American Ceramic Society.

ADDRESSES OF MAGAZ INES AND PUBLISHERS

ABRASIVES - Renton Publishing Co., Penton Bldg., Cleveland 13, Ohio.
American Ceramic Society, 2525 N. High St., Columbus 2, Ohio.
American Chemical Society, 1155 - 16th St. NW, Washington 6, D. C.

AMERICAN CLASS REVIEW - 3 West 29th St., New York 1, N. Y.

AMERICAN MACHINIST - McGraw-Hill Publishing Co., Inc.,
330 West 42nd St., New York 36, N. Y.

American Society of Tool Engineers, 10770 Puritan Ave.
Detroit 38, Mich.

American Standards Assn., 70 E. 45th St., New York 17, N. Y.

BERICHTE DER DEUTSCHEN KERAMISCHEN GE SELL SCHAFT,
Reuterstrasse 235

,

Bonn - Rh, Germany.

BRENNST0FF-WAEME-KRAFT - Prinz-Oeorg-Str . 77, Diisseldorf, Germany.

Canadian Department of Mines, Mines Branch, Ottawa, Canada.
CANADIAN MACHINERY, 481 University Ave., Toronto 2, Ont., Canada.
CERAMIC AGE - The Ceramics Publishing Co., Inc., 421 Parker St.,

Newark 4, N. J.

Ceramics Publishing Co., Inc., 421 Parker St., Newark 4, N. Ji

CHALEUR ET INDUSTRIE, 2 Rue des Tanneries, Paris XIII, France.
Chilton Co., Inc., 100 E. 42nd St., New York 17,

'

N. Y.

ELECTROCHEMICAL SOCIETY TRANSACTIONS - Secretary, Electrochemical
Society, Inc., c/o Columbia University, New York 27, N. Y.

FOUNDRY - Penton Publishing Co., Penton Bldg., Cleveland 13, Ohio

Grinding Wheel Institute, 27 Elm St., Worcester 8, Mass.

INDUSTRIAL CHEMIST - 33 Tothill St., Westminster, London SWI, England

INDUSTRIAL DIAMOND REVUE - Published in London. For subscriptions
in USA - Henry Paulson & Co., 131 S. Wabash Ave ., Chicago , Ill-

Industrial Press, 148 Lafayette St., New York 13, N. Y.

IRON AGE - Chilton Co., Inc., 100 E. 42nd St., New York 17, N. Y.

MACHINERY - Industrial Press, 148 Lafayette St., New York 13, N. Y.

McGraw-Hill Publishing Co., Inc., 330 West 42nd St., New York 36, NY
MECHANICAL WORLD AND ENGINEERING RECORD - 31 King St. West,

Manchester 3, England
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METAL INDUSTRY - Dorset House, Stanford. St., London, England.

MODERN PLASTICS - 575 Madison' Ave
. , New York 22, N. Y.

Penton Publishing Co., Penton Bldg., Cleveland 13, Ohio.

FOPULAR SCIENCE - 353 Fourth Ave., New York 10, N. Y.

REVUE GENERALE DE MECHANIQUE -6 Av. Pierre, 1-de-Serbie,
Paris XVI, France.

SAE JOURNAL - Society of Automotive Engineers, Inc.,
29 West 39th St., New York 13, N. Y.

*

Sir Isaac Pitman & Sons, Ltd., 39 Parker St., Lohdon W.C. 2, England.

STANDARDIZATION - American Standards Assn., 70 E. 45th St.,
New York 17, N. Y.

STEEL - Penton Publishing Co., Penton Bldg., Cleveland 13, Ohio.

THE TOOL ENGINEER - American Society of Tool Engineers,
10700 Puritan Ave., Detroit 38, Mich.

TONINDUSTRIE,-ZEITUNG UND KERAMISCHE RUNDSCHAU - Hermann Httbener
Terlag, Wilhelm shaven, Germany.

ZEITSCHRIFT VEREIN DEUTSCHE INGENIEUR, V.D.I. Verlag G. mbH
Ingenieurhaus, Prinz-Georg-Str. 77
Dtt s seldorf ,

Ge rmany

.
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SIMPLIFTED PRACTICE RECOMMENDATIONS

(Issued by the Department of Commerce, Office of Technical
Services, Commodity Standards Division, Washington 25, D.C.,
and obtainable from the Superintendent of Documents, Govern-
ment Printing Office, Washington 25, D.C., at the prices
stated.

)

Series Title Price

R45-47 Grinding wheels
R89-46 Coated abrasive products 10/
R118-50 Abrasive grain sizes 5/

FEDERAL SPECIFICATIONS

(Issued by the Federal Supply Services, General Services
Administration, 7th & D Sts., S.W., Washington 25,
and obtainable from them at the prices stated.)

D.C.
,

Series Title Price

P-P-lOla Waterproof Artificial Abrasive Paper 5/
p_p_105 Abrasive Paper, Flint 5/

P-?-121a Paper, Garnet 5/

P-P-126a Paper, Abrasive, Garnet, Waterproof 5/

p_C_451a Cloth; Abrasive, Aluminum-oxide and
Silicon Carbide

10/

p_C-458a Cloth, Abrasive, Crocus 5^

SS-C-614 Compound; Valve-Grinding 5/

SS-G-691 and
Amendment 1

Grindstones; Natural, Mounted 5/

SS-S-736a Stones, Sharpening 10/

RR-S-366b Sieves; Standard, Testing 10/

oOo

Treasury Dept. Specification No. 371 for Abrasive Wheels.

U.S. Navy Dept. Specification No. 40W-lf for Abrasive Wheels.

Letter Circular 1015
(Supersedes LC 1007 dated 12/19/51)
Prepared by: RFG/CJL
Porcelain and Pottery Section
Mineral Products Division
National Bureau of Standards




